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1. VIDED CAMERA LOCATION / ALIGNING SHALL BE
CODRDINATED WITH THE SHA ENGINEER.
2. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED
SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR
CONSTRUCTION DETAILS UPON COMPLETION OF THE NEW SIGNAL.
A- USE EXISTING SIGNAL POLE AND CABINET. | 3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
| - | TERMINATING ALL SIGNAL CABLE AND VIDEQ DETECTION
B. INFTALL PROPDSED CAMERA. | - CAMERA CABLES TO THE APPROPRIATE TERMINALS AND
C. REMOVE EXISTING SIGNAL HEAD AND INSTALL PROPOSED ||| Ly 32653 PROPERLY. LABEL EACH CABLE.
LED SIGNAL HEAD IN THE SAME LOCATION. | 4. THE CONTRACTOR SHALL CONTACT SHA TO SCHEDULE | S
RETROFITTING OF THE CONTROLLER EQUIPMENT IN ORDER D NO:AX139-07
D. REMOVE EXISTING SIGNAL MODULES AND INSTALL | SHA NO-QASTLABL/C51
PROPOSED LED SIGNAL MODULES INTO EXISTING SIGNAL N TO OPERATE VIDED DETECTION EQUIPMENT. D 300 @ WD 313
HEAD. ::2 | 5. ALL UNUSED SIGNAL CABLES SHALL BE REMOVED AND
E. EXISTING DETECTION ZONE. o | DISPOSED.
l(ﬁ 6. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND
F. PROPDSED DETECTION ZONE. A\ H® UTILITIES PRIOR TO INSTALLING PROPOSED SIGNAL STATE OF MARYLAND
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